
Hot swappable ba�ery design

Wide expansion design for data capture

Dual pass-through connector for WLAN, GNSS, WWAN

4th genera�on Intel® Core™ i5 processor 4300U 

IP65, MIL-STD-810G, 5 feet drop resistance

1000 nits sunlight readable display

Capaci�ve mul�-touch supports glove touch, 

water rejec�on, palm rejec�on, 2mm hard �p stylus

Op�onal Janus USB Igni�on Key, Phoenix SecureWipe

Extreme Power 
with 
Extensibil ity 
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Specifica�ons
Opera�ng System 
   Windows 10 IoT Enterprise 2015 LTS B

   Windows Embedded 8.1 Industry 64-bit
   Windows Embedded Standard 8 64-bit
   Windows 7 Professional 64-bit
   Windows Embedded Standard 7 64-bit

CPU
   4th genera�on Intel® Core™ i5 processor 4300U  

   vPro™* 1.9 GHz    * vPro™ by request

Memory
   4G B D D R3L (8G B by request)

Storage
   128G B mSATA S S D (op�onal 256G B)

Display
   10.1-inch 1920 x 1200 W U XG A; 1000 nits sunlight readable
   10-point capaci�ve touch supports glove touch, 
   water rejec�on, palm rejec�on, 2mm hard �p stylus
   Gorilla Glass3                              Digi�zer by request

Communica�ons
   Wi-Fi 802.11 a/b/g/n/ac              Bluetooth V4.0 

   Op�onal 4G LT E                           GNSS(GPS/Glonass/BeiDou)            

Camera
   2M P front camera 
   5M P rear camera, A F with L E D flash

Expansion
   Op�onal built-in 2D barcode reader           
   Op�onal N FC + Smart card reader-C AC 2-in-1 module

Security
   Op�onal Janus U S B Igni�on Key, Phoenix SecureWipe

   T P M 1.2

Control Bu�on
   Programmable bu�on x 3            Barcode trigger x 1 

   Power, volume, Windows bu�on  

LED Indicator
   Power on/off                 Wi-Fi on/o                 ffFn on/off
   Ba�ery full/charging/low

Sensor  
   Gyroscope, G-sensor, E-compass, l ight sensor

Power Adapter
   AC 100V~240V, 50~60Hz Input; 19V D C x 3.42A, 65W

Ba�ery
   Standard : 4500mAh, 10.8V, hot swappable ba�ery  

                      Ba�ery opera�on* : 6 hours
   Extended : 9000mAh, 10.8V, hot swappable ba�ery (op�on)
                      Ba�ery opera�on* : 11 hours
    *The listed ba�ery life is based on MobileMark 2012

®
 media mode tes�ng.

I/O Interface
   U S B 3.0 type A x 1  
   Gigabit ethernet (R J-45 ) x 1
   RS-232 (op�onal for U S B 2.0 type A)
   Audio jack (headphone/microphone combo) x 1
   R F pass-through connector x 2 for W L A N,G N S S, W WA N 
   12-pin docking connector x 1
   Micro S D slot x 1, Micro S I M slot x 1, Micro H D M I x 1
   Speaker & microphone

Dimensions and Weight
   28 x 19.5 x 2.3 cm (11” x 7.7” x 0.9”)         1.36 kg (3.0 lbs)

Rugged Features
   I P65, M I L-S T D-810G, shock & vibra�on, 5 feet drop  

Environment
   Opera�ng temperature  -20°C to 60°C  
   Storage temperature  -30°C to +70°C
   Humidity 5%~95%

Cer�fica�on
   C E, FC C, C B

So�ware
   DashO N

In-box Accessories
   Pen                         Hand strap               Shoulder strap  

   Handle                    Power adapter                                    

Via Ghiarola Vecchia, 32 - 41042 Fiorano Modenese (MO) - Italy

Tel +39 0536 830620 - Fax +39 0536 831215 

e-mail: info@hardwaresolu�ons.it
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